
 
Technical Datasheet - Napetta:  

 
Article Napetta 
Bovine of Indian origin, 

Corrected and embossed for enhanced grain consistency.  

Thickness is 1.1 – 1.2 mm.  

Average size of each hide is around 3.8 – 4.0 sqm.  

Average weight is around 1100 g/m2.  

Finished using water based system.  

This product has a pigmented and protective top coat, with a soft handle and a silky matt finish.  

 

Test Test Method Measurement Unit Guaranteed  

 

Tear strength UNI EN ISO 3376 N > = 130  

Tear strength - Single edge tear UNI EN ISO 3377-1 N > = 20  

Colour fastness to rubbing - Dry 500 Cycles UNI EN ISO 11640:1998 Grey scale > = 4  

Colour fastness to rubbing - Wet 300 Cycles UNI EN ISO 11640:1998 Grey Scale > = 4  

Colour fastness to rubbing - Sweat 50 Cycles UNI EN ISO 11640:1998 Grey Scale > = 4  

Flexing endurance - Dry 50.000 Cycles UNI EN ISO 5402 No damage  

Finish Adhesion – Dry UNI EN ISO 11644 N/cm > = 3  

Colour fastness for artifical light UNI EN ISO 105 B02 (MET. 5) Blue Scale > = 5  

Burning behaviour UNI EN 5852 Pass 


